SOLO 8Plus

HoverCam

Experience Stunning 13 MegaPixel Clarity

True 4K with FullMotion

120FPS WarpSpeed Video

Time-Lapse Video Ultra-Clear Details SuperSpeed USB 3.0 Slow Motion
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HARDWARE SPECIFICATIONS

Sensor ° 3.0 MegaPixel BSI CMOS

Frame Rate ° 4K Resolution @30FPS, 1080P@60FPS, 720P@120FPS (VWarpSpeed Video)
Image Resolution ° 4224x3156 (13 MP)

Scan Size * A3,A4, |1x17",US Letter and Legal (Viewing Area 13x21”)

Zoom ° Total 480x Zoom (6x ASR Zoom, 8x Interpolated Digital, | 0x Mechanical)
Optics * 1/3.2” Sensor

Lens ¢ 5 Element f 2.0 High Precision Lens Assembly

Focus ° Auto-Focus,Auto-Focus Lock, Select Region Focus, minimum |.96" focal distance

Video Compression * YUV (USB 3.0) or MJPEG (USB 2.0)

Microphone ¢ Built-in with noise reduction

Advanced Video Features * Time LapseVideo and Slow Motion Video
Weight * 1.0kg (2.2 Ibs.)

Dimensions Folded * 1.5” x3.5” x [1.4” (26 cm x 7.5 cm x 12.0 cm)
Maximum Length « 19.56"/49.75 cm

Lighting ° 4 built-in ultra-bright LED’s

Power Requirements * USB power from computer, no external power needed
Communication Interface = UVC over SuperSpeed USB 3.0 / USB 2.0, no driver required
System Requirements * CPU |.6 GHz minimum, 2.0 GHz recommended, RAM 512 MB
minimum, | GB recommended

Warranty ° 2 years Standard, Register online for a 3rd year
Certifications * FCC, CE, RoHS
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